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CASi-PowerFlex

By building our own 
flexible conveyors, we raised 

the bar in the industry & 
provide options to optimize 

your warehouse.
From basic features to smart solutions 

for precision material handling, the 
expandable, powered conveyors move 

& bend as needed to adapt to any 
shipping & receiving application.

Built for Performance with Quick Lead Times & Competitive Pricing

ACCUMULATION TRANSPORT
INTERMITTENT

TRANSPORT
CONTINUOUS

Heavy Duty Components: Durable steel
components minimize downtime and
convey loads up to 50 lbs.

X X X

Standard Features: Smart Harness, Easy Conveyor 
Latching, Status Indicator Light, and More. X X X

Optional Features: 3rd Party Interface, 
Stop Bar, Guide Rails, and Spares Kit. X X X

Smart Box Spacing (ZPA) X — —

Electronic Package End Stop X X —

Speed Control — X X

Reversibility — X X

Specifications
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CASi-PowerFlex

Single Conveyor Length

Conveyor Chain Minimum Bend Radius

LENGTH & EXPANSION RATIO

FIRST ZONE TYPE ROLLER SPACING # OF ZONES COMPRESSED
LENGTH (FT)

EXPANDED
LENGTH (FT)

EXPANSION
RATIO

ELM 3

6 13.9 19.6 1.4

8 17.6 25.6 1.5

10 21.3 31.6 1.5

ELM 4

6 13.9 24.2 1.7

8 17.6 32.0 1.8

10 21.3 39.9 1.9

ELM 5

6 13.9 28.8 2.1

8 17.6 38.4 2.2

10 21.3 48.1 2.3

NON-ELM 3

6 12.2 19.1 1.6

8 16.0 25.1 1.6

10 19.7 31.2 1.6

NON-ELM 4

6 12.2 24.6 2.0

8 16.0 32.5 2.0

10 19.7 40.3 2.0

NON-ELM 5

6 12.2 30.1 2.5

8 16.0 39.8 2.5

10 19.7 49.5 2.5

FACILITY ELECTRICAL
SPECIFICATIONS

NO. OF CONVEYORS
LINKED TOGETHER

120V 15A
NEMA N5-15R
RECEPTACLE

1 TO 2

120V 30A
NEMA L5-30R
RECEPTACLE

3 TO 4

Note: Curving conveyor may cause 
boxes to drop off side of conveyor. 
Customer testing is advised.

Specifications
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CASi-PowerFlex

Direction

UNLOAD

LOAD

Specifications

Box Requirements

ROLLER SPACING MIN. BOX LENGTH MAX. BOX WIDTH

3" 9" 30"

4" 12" 30"

5" 15" 30"

MIN. BOX WEIGHT MAX. BOX WEIGHT
NOTE: THE BOTTOM OF THE 

BOX SHOULD BE GENERALLY 
FLAT AND THE WEIGHT 

DISTRIBUTION OF THE BOX 
MUST PREVENT THE BOX 

FROM TIPPING OVER DURING 
CONVEYANCE1 LB 50 LB

*	NOTE: THE END OF THE CONVEYOR CONNECTED TO FACILITY POWER AND THE LOCATION OF THE ELM (IF APPLICABLE) 
	 ARE PRE-SET BY THE FACTORY BASED ON THE LOAD/UNLOAD DIRECTION AND ARE NOT ADJUSTABLE IN THE FIELD.



4
CASI • 10601 CLARENCE DR. SUITE 100 • FRISCO, TX 75033 
(888) 554-7055 • info@casiusa.com • www.casiusa.com C0011_05/26

CASi-PowerFlex

Flow Type

Specifications

Accumulation	 BOX SPACING MAINTAINED BY SMART INDIVIDUAL ZONE CONTROL. SENSORS AT EACH ZONE.

Transport Intermittent	 ALL CONVEYOR ZONES ARE EITHER ON OR OFF AT ALL TIMES. SENSOR AT LAST ZONE STOPS CONVEYOR WHEN A BOX IS PRESENT.

Transport Continuous	 ALL CONVEYOR ZONES ARE ON ALL THE TIME. BOXES WILL STOP AT END OF CONVEYOR ONLY IF OPTIONAL STOP BAR IS PRESENT.

To view animation on CASi-Powerflex flow 
types, visit: https://vimeo.com/1194379139

or scan QR Code.

KEY:
Motor Running

Motor Paused

STOP BAR

https://vimeo.com/1194379139
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CASi-PowerFlex

Speed Upstream Zone

Side Guides

NO SIDE GUIDES

SIDE GUIDES

TYPE VARIABLE SPEED ROLLER SPEED
(FT/MIN)

ACCUMULATION NO 120

TRANSPORT
INTERMITTENT YES 15-150

TRANSPORT
CONTINUOUS YES 15-150

ELM is a reinforced zone for 
loading boxes on the conveyor. 
Only one ELM conveyor can be 
used in a conveyor chain.

Latch is attached to existing equipment 
to mechanically connect the CASi- 
PowerFlex to the equipment.

Cable attached to existing customer 
equipment and interfacing CASI-
PowerFlex to coordinate operations 
between the equipment. Additional 
details provided upon request.

Spares kits offered to limit conveyor 
downtime and to perform preventative 
maintenance. Three levels are offered 
based on customer preference.

1.	 Consumables
2.	Consumables + Essentials
3.	 Consumables + Essentials + Recommended 

CONSUMABLES ARE COMPONENTS NEEDED FOR PREVENTATIVE 
MAINTENANCE. ESSENTIALS ARE COMPONENTS VITAL TO EQUIPMENT 
FUNCTIONALITY RECOMMENDED ARE COMPONENTS NOT VITAL TO 
FUNCTIONALITY BUT CAN AID IN LIMITING DOWNTIME IN CASE OF 
COMPONENT FAILURE. ADDITIONAL DETAILS PROVIDED UPON REQUEST.

Non-ELM conveyors are usually 
used to extend conveyor chains 
or in applications when boxes are 
conveyed onto the conveyor.

Accessories

LATCHING WITH RIGID CONVEYOR	 3RD PARTY PIGTAIL	 SPARES KITS

Specifications

Top of Roller Height

NOTE: THE FIRST & LAST ZONES OF THE CONVEYOR CONTAIN 
CASTERS WITH BREAKS. ROLLER HEIGHT IS SET AT THE FACTORY.
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CASi-PowerFlex

PF02 3 08 340 E AC U N G

ROLLER SPACING

3 3"
4 4"
5 5"

NO. OF ZONES

06 6
08 8
10 10

TOP OF ROLLER HEIGHT

320 32"
340 34"
365 36.5"

FIRST ZONE TYPE

E POWERED ELM

N NO ELM

FLOW TYPE

AC ACCUMULATION

TI TRANSPORT INTERMITTENT

TC TRANSPORT CONTINUOUS

DIRECTION

L LOAD

U UNLOAD

STOP BAR

N NO STOP BAR

B STOP BAR

SIDE GUIDES

N NO SIDE GUIDES

G SIDE GUIDES

Order Information

For more information on the 
CASi-PowerFlex, please visit:
https://www.casiusa.com/ 
solutions/conveyors/

or scan QR Code.

https://www.casiusa.com/solutions/conveyors/
https://www.casiusa.com/solutions/conveyors/

